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Abstract

A continuous adjoint approach for obtaining sensitivity derivatives on unstructured

grids is developed and analyzed. The derivation of the costate equations is presented, and

a second-order accurate discretization method is described. The relationship between the

continuous formulation and a discrete formulation is explored for inviscid, as well as for

viscous flow. Several limitations in a strict adherence to the continuous approach are un-
covered, and an approach that circumvents these difficulties is presented. The issue of grid

sensitivities, which do not arise naturally in the continuous formulation, is investigated

and is observed to be of importance when dealing with geometric singularities. A method
is described for modifying inviscid and viscous meshes during the design cycle to accom-

modate changes in the surface shape. The accuracy of the sensitivity derivatives is estab-

lished by comparing with finite-difference gradients and several design examples are pre-
sented.

*This research was supported by the National Aeronautics and Space Administration
under NASA Contract No. NAS 1-19480 while the author was in residence at the Institute

for Computer Applications in Science and Engineering (ICASE), Mail stop 403, 6 North

Dryden Street, NASA Langley Research Center, Hampton, Va. 23681-0001





Introduction

Aerodynamic design optimization has been an important area of research for many

years. Although some of the early work in this area has been limited in applicability be-

cause of a lack of computational tools, advances in computational algorithms and com-

puter hardware have recently fostered intense efforts aimed at aerodynamic and multidis-

ciplinary optimization. Among the methods currently used are gradient-based optimizers

in which a specified objective function is minimized. The gradients of the objective func-

tion with respect to the design variables are used to update the design variables in order to

systematically reduce the cost function to arrive at a local minimum. An important step in

this process is the determination of these gradients, which are also referred to as sensitiv-

ity derivatives.

Several techniques have been investigated for evaluating the sensitivities for aerody-

namic applications. A description of these techniques can be found in Refs. 5, 15, 16, and

in the references contained therein. Of particular interest in the present context are adjoint

methods. In these methods, the objective function is augmented with the flow equations

enforced as constraints through the use of Lagrange multipliers. These methods are partic-

ularly suited to aerodynamic design optimization for which the number of design vari-

ables is large in relation to the number of aerodynamic constraints or to the number of ob-

jective functions in a multipoint design. This is because the derivatives with respect to all

design variables for each objective function or aerodynamic constraint, can be obtained

with a computational effort roughly equivalent to that for a single solution of the flow

equations.

Adjoint methods can generally be divided into discrete and continuous adjoint methods.

In the discrete adjoint approach, the augmented cost function is discretized before varia-

tions are taken. For the continuous adjoint formulation, the process is reversed: variations

are performed first, followed by the discretization. Note that the operations of differentia-

tion and discretization do not commute in general. Hence, derivatives obtained by using

the two approaches may not be identical and would differ according to the level of trunca-

tion error. A comparison of these two approaches for a quasi-one-dimensional problem is

given in Ref. 37.

Much of the pioneering theoretical work in adjoint methodology has been presented in

Refs. 19, 25, 29, 30, and 31. Although optimality conditions for aerodynamic applications

have been derived from a continuous approach in Refs. 3 and 6, the computer implemen-

tations have generally followed the discrete approach. One of the advantages of the dis-

crete adjoint approach is that, because the equations are discretely adjoint to the flow

equations, the derivatives obtained are consistent with finite-difference gradients indepen-

dent of the mesh size. A disadvantage of this approach is that it requires the transpose of

the matrix that represents the linearization of the discrete residual with respect to the flow

variables. For higher order accurate schemes, where the residual has a complex depen-

dence on grid points, an exact implementation of this approach may be difficult to realize.

For this reason, previous implementations of the discrete adjoint approach, such as those

in Refs. 6, 7, 26, and 27, have used a discretization of the adjoint equations that is consis-

tent with a first-order accurate discretization of the flow equations. Second-order accurate

implementations of the discrete adjoint approach have been carried out on structured grids



in Refs.10and23. On unstructuredgrids,a discreteadjointapproachfor theEulerequa-
tions that is consistentwith a second-orderdiscretizationof the flow equationshas re-
centlybeenimplemented._3

In Ref. 19,Jamesondevelopedacontrol theoryframeworkfor optimizationusingboth
thefull potentialandEulerequationsfor compressibleflows.Computationalresultsbased
onthisapproachwerefirst presentedin Ref.20.This approachhasbeenfurtherdeveloped
andimplementedfor bothtwo- andthree-dimensionalapplications.21.22In thesereferences,
thecontinuousadjointapproachispursuedin boththederivationandthe implementation
onstructuredgrids.In Refs.32and33, thetechniquehasbeenappliedoncomplexconfig-
urationswith a multiblockalgorithm.

Thecontinuousadjointapproachhasalsobeenconsideredby Iollo et al.t7andIollo and
Salas_ for bothone-dimensionalflow andtwo-dimensionalflowsoversimplegeometries.
Kuruvila, Ta'asan,andSalasz*andTa'asanand Kuruvila38haveinvestigatedanefficient
"one-shot"approachin which thedesignvariablesareupdatedin a hierarchicalmanner.
CabukandModi t_andCabuket al.12havealso usedanadjoint formulation to designan
optimaldiffusershapeusingtheincompressibleNavier-Stokesequations.

In thispaper,theproblemof aerodynamicoptimizationonunstructuredgridsvia acon-
tinuousadjointapproachis developedandanalyzedfor inviscidandviscousflows. A de-
taileddiscretizationof theadjointequationsis presented,andtherelationshipwith thedis-
creteadjointapproachis investigated.Theaccuracyof theresultingderivativesis assessed
by comparisonwith finite-differencegradients.In addition,ameshmovementschemeis
presentedfor restructuringthegrid in responseto changesin thesurfacegeometry.There-
sultingmethodologyis thenusedto designseveralairfoils for inviscidcompressibleflow,
aswell asfor incompressiblelaminarflow.

Adjoint Variable Approach for Sensitivity Derivatives
Considering first steady inviscid compressible flow, the governing equations are given

by:

3--_F(Q) +_-_G(Q) = 0 (1)

where Q is the set of dependent variables for the Euler equations (p, pu, pv, E), F and

G represent the flux vectors of mass, momentum, and energy, and x and y are Cartesian
coordinates.

In the adjoint approach for design optimization, a cost function is defined and aug-

mented with the flow equations as constraints:

I(Q, D, _) = Ic(Q, D) +_(_, R)dD = Ic(Q, D) + IR( Q, D, W) (2)

where R represents the steady-state flow equations, D is the vector of design variables,

and hu are the Lagrange multipliers (also referred to as the costate or adjoint variables). In

Eq. (2), Ic(Q, D) represents the cost that is to be minimized, and j'_ (W, R)df_ is the

inner product of the costate variables with the residual. Examples of suitable cost func-



tions include drag minimization and matching a specified pressure distribution, for which

Ic (O, D) can be written as

Ic(Q, D) = _r(cpkxcost_-cpkysino0ds Drag minimization (3a)

1
Ic(Q, D)= _r(cp-cp*)2ds Specified pressure distribution (3b)

where cp is the pressure coefficient, k x and ky are x and y components of a unit normal
to the surface, and t_ is the angle of attack. The cost function can also involve field inte-

grals, such as viscous dissipation, although these are not considered in this paper. It is as-

sumed that the cost functions are differentiable although this assumption may not be valid

for flows with shock waves or other singularities. A smoothing procedure as suggested in

Refs. 19 and 22 may be employed to place the derivation on firmer theoretical ground.

However, in numerical implementations, dissipation typically smears discontinuities over

a finite number of mesh points, thus mitigating the effects of non-differentiability. There-

fore, smoothing of the cost function is not performed in this paper with no apparent conse-

quences. This step is consistent with discrete approaches where the lack of differentiabil-

ity is also not explicitly taken into account.

The derivation of the adjoint equations closely follows classical techniques from calcu-

lus of variations, as outlined in Ref. 36. In shape optimization, calculation of the first vari-

ation of functionals, such as those in Eqs. (3a) and (3b), requires that the integral on the

modified surface be expressed in terms of quantities on the original surface. For example,

cost functions such as drag minimization are composed of terms that involve products of

both geometric and nongeometric quantities:

Ic(Q, D) = _r(g(Q(D))k(D))ds _4)

Here, g is an arbitrary function of the flow variables, and k represents either k x or ky.
For cost functions such as Eq. (3b), k assumes a value of unity. A general form for the

first variation can be written as

p

_ilc(Q, D) = _l,(gnewknew)dS -_r(g°ldk°ld)dS (5)

where F and F represent the old and the new surface of the geometry, respectively, and

the subscripts old and new denote quantities on these surfaces. Evaluation of these inte-

grals is addressed after a discussion on obtaining variations of I R .

The method for obtaining the variations of the volume integral in Eq. (2) involving the

residual R follows closely that of Pironneau? _ Denoting this volume integral as



IR(Q, D, q') = f (W, R)d_ (6)

the variation that properly accounts for volume changes, as well as for changes in the flow
field, is given by

8I R =-JnQ _A _ BTky)_-I/ds
(7)

where A T and B x are the transposes of the inviscid flux Jacobian matrices and the sur-

face integral is over the solid walls as well as the far-field. In deriving Eq. (7), it is tacitly

assumed that the fluxes and the costate variables are differentiable; similar assumptions

have been discussed earlier regarding the cost function. The variation of the augmented

cost function in Eq. (2) is formed by combining Eq. (7) with the variations in Ic( Q, D).

Because Q is arbitrary, the volume integrals present in the variation of the augmented

cost function can be eliminated by requiring that '-P satisfy the following adjoint (costate)
equation:

T_Ux,j Tc)Uxo

-A _---_-B _- = 0
(8)

The surface integral in Eq. (7) is used together with the variations in the cost function

Ic(Q, D) to determine both the boundary conditions and the sensitivity derivatives. The

boundary conditions for _F are chosen to eliminate the terms that multiply Q on the

boundaries. The surface integral can be rewritten as

-T T
_Q (A kx+BTky)VdF = .j'(_,.Tv,{_)dF
F F

(9)

where _T = ATk× + BTky. In the far field, this term can be rewritten by using a locally

one-dimensional characteristic decomposition at the boundary to yield

.[(ATt]"t,0)dr = J(,r', TXVC)dF
F F

(10)

where W = T-10, T -I is the matrix of left eigenvectors of _,, and 7, are the corre-

sponding eigenvalues. Boundary conditions for the costate variables in the far field are ob-

tained using characteristic-type boundary conditions on the field variables, where the

propagation of information is based on the signs of the eigenvalues. For shape optimiza-

tion, variations in W associated with free-stream quantities are zero, so that the corre-

sponding costate variables on the boundary can be extrapolated from the interior of the

domain. The other costate variables on the boundary are obtained by requiring the remain-

ing terms in Eq. (10) to vanish. When Mach number or angle of attack are design vari-



ables, variations in W reflect the appropriate changes in free-stream conditions and are

used in obtaining the derivatives with respect to these variables.

On solid walls, the boundary condition that there is no flow normal to the new surface is
written as

0Q2_ 0Q2_ + _2)(kx + £x)Q2 +_--_ +_

+(Q3 OQ3_ 0Q3~ 03)(ky+£y ) 0+b--x + b--yy y + =

(II)

Using Eq. (11), the surface integral in Eq. (9) can be expressed as

I(_,T_, 0)ds = I(Ql[(kxlg 2 + kylg3)0] +
F F

(_2[(kxlg2 + kylg3) ( 1 - "/)u] +

(12a)

(_3[ (kxlll 2 + ky_3)( 1 - 3t)v] +

04[(kx_l/2 + kyll/3)(7 - 1 )] + R(II/1 + Ilt2u +/lt3v + III4H) )ds

where H is the total enthalpy and

R = - (Q2kx + Q3ky)

: OQ2 , OQ3"_- : 0Q2 , OQ3"_-

-(kx_-- _ + Ky_--_ )x + _kx_-- _- + Ky_-_ )y

(12b)

In order to compute the variation in Eq. (5), the integrand for the first integral is ex-

panded as follows:

gnewknew = (g + gx _ + gy.V + g)(knew + knew) (13)

In Eq. (13), the derivatives gx and gy account for spatial changes and _ reflects the vari-

ation due to the fact that the solution of the governing equations has changed in response

to the changing surface. Note that for structured grids, which employ a mapping to a fixed

computational domain, these spatial derivatives do not arise because the variations in the

generalized coordinates are zero. However, variations in the mapping function need to be

considered which naturally provides a mechanism to account for grid sensitivities in a

continuous framework) 2



The boundary conditions for the costate variables are derived by combining the bound-

ary terms from the variation in the cost function with those from Eq. (12a) and then elimi-

nating terms that involve variations in Q. Because g is a function of Q, _ is given by

4

E -
i= 1_--_i Q i

(14)

The boundary terms that multiply t_ are eliminated by requiring that

r
ag] T

+ L_]' aQ2' aQ3' _Q4J
(k× ll/2 + k y _1/3 ) [((ly2T1);] k

= 0 (15)

Note that the column vector that multiplies (kx_t 2 + ky_3 ) corresponds to the derivatives

of pressure with respect to the dependent variables. In order to obtain a unique boundary

condition for (kx_ 2 + kyXl/3), the second column must be a scalar multiple of the first.

Therefore, g can only be a function of pressure, h(p), which yields the following bound-

ary condition:

kx_ 2 + kytll 3 + kd--_h(p) = 0
(16)

Thus, cost functions such as specification of a velocity distribution or minimization of sur-

face entropy are inadmissible, except in special cases where they can be expressed solely

in terms of pressure.

As an example of an allowable cost function, consider the drag coefficient given by

c d - - 1 (kxCOS(:Z + kvsin(z)ds
./Moo 2 _

(17)

The appropriate boundary condition for this case is given by

2
kxll/2 + ky tl/3 + 2 (kxc°S°t + kysin(_) = 0 (18)

yM_o p_

Surface Parameterization

In shape design, the best representation of the surface for design problems remains an

open issue. In the current study, the geometries are modeled with B splines, which offer

great flexibility in the definition of the surfaces. By varying the polynomial degree and the

number of control points, a wide range in the number of design variables and surface fi-

delity can be obtained. On one hand, the design variables can be made to correspond to the



individual grid points on the surface by choosing a linear polynomial and an appropriate

number of control points. Conversely, a single polynomial curve of degree n (known as a

Bezier curve) can be used to describe the geometry by choosing the number of control

points to be n + 1. In addition, through the knot sequence associated with the spline, sharp

breaks in the surface such as those that occur in cove regions and blunt trailing edges can

still be represented in a single curve.

In a B-spline representation, the x- and y-coordinates of the surfaces are written in a

parametric form as t4

n+l

x(t) = _ X.N. k(t)
I 1,

i=l

(19a)

n+l

y(t) = _ YiNi, k(t)
i=l

(19b)

where (x, y) are the Cartesian coordinates of the surface, N. , is the B-spline basis

function of order k, (X., Y:) are the coordinates of the B-sptinKe control polygon, and

n + 1 is the total numbe} of _:ontrol points. Notice that the surface description with Eqs.

(19a) and (19b) is still continuous.

In Fig. l, a point on the old surface is assumed to move to the new surface while re-

maining at a fixed value of t. Consequently, variations in the basis functions need not be

considered. In addition, generality is maintained for the surface geometry as variations are

not restricted to being strictly normal to the existing surface.

new surface

t = constant

old surface

Figure 1. Movement of point on surface.



For smallvariations,an incrementallengthon the new surface can be written as

ds' = (1 + A)ds (2o)

where

Cx× + Cyy
A - .2 .2 (21)

x +y

and

n+l dNi k

Cx= '
i=l

(22a)

n+l dNi,

Cy = "_'Yi'-- k
dt

i=l

(22b)

Here, Xi and Yi are variations in the position of the B-spline control points, and :( and 3_

are derivatives with respect to t. Because a given point on both the old and new surfaces

is at a fixed value of t, the coordinates on the new surface can be written as

n+l n+l

= X new. = ._,7 old
Xnew E --i Ni, k E _"Ki + Xi)Ni. k (23a)

i=l i=l

n+l n+l

Ynew = E new_ .. oldYi iNi, k = E (Yi + Yi)Ni, k (23b)

i=l i=l

Therefore, the variation of a point on the surface is given by

n+l

"X = E XiNi, k

i=l

(24a)

n+l

-V = E _(iNi, k

i=l

(24b)

Since the components of the surface normal can be expressed as



_ :7
kx

4/7 2 + :72

(25a)

ky-
a/_ + :72

(25b)

the variations in the surface normals can be derived as

¢1 k2_ n+l dY k k n+l dNi,

,_ + :72i_l--'dt + _2 + :72 i lXid-t

(26a)

(1 -k2) n+l dR. k k n + 1 _.dNi,

_y _ ,2____y._£, V Y.__ _'k x_y. _ k (26b)
,4/_+:72i_'"dt 4/_+;2i , 'dt

By using Eqs. (13), and (20)-(26b), variations of integrals that involve gky can be written
as

n+l

_(!gkydS) = /gkydS- Z xi
i=l

.ag
!(g_tt i'k+ x_--_Ni, k) dt

n+l

- _, YiI(x3gNi k'_dt
i= 1 r _, by ' )

(27a)

Similarly, variations of integrals involving gk x are given by

n+l

t3(!gkxdS) = j'gkxdS + _1Xi!(:7_-_gxNi' k)dtF "=

+--_1 Yii Y_"yNi' k + ga )dt

(27b)

For cost functions such as (3b) that only involve flow quantities, a similar procedure

yields



 (!gds)=! ds

g_ + yzat )

(27c)

The terms in Eqs. (27a), (27b), and (27c)involving _ are eliminated by the boundary

conditions along with the terms involving Q in Eq. (12a) as discussed earlier. The sensi-

tivity derivatives are obtained by combining the remaining terms in Eq. (27a), (27b), or

(27c) with the last term in Eq. (12a). For example, using Eqs. (24a)-(26b) to compute the

variations in the coordinates and metric terms, the sensitivity derivatives of the drag coef-

ficient with respect to each B-spline control point are given by

_)Cd 2 "" _ggI ./)g2"_ dNi, k'_dt-- ? i,k )

!( dNik _ _Q2 _Q3"_N k)(ttJl+Utlo2+v_fl3 + H_4)dt+ Q3_--_ ' -(kx_xx +ky_-_ ) i,

(28a)

/)cd _ 2 rff .c_gl ./)g2)_ dNi k'_

-/" dNi k " t)Q2

+ - +ky_yy ). .i, k)(tlJl +UtlJ2 +vUt13+ HtIJ4)dt!t-Q2_' /kx_-vy c3Q3N

(28b)

where gl = (P/P,* - 1 )cosot and g2 = (P/Poo- 1)sinoc. For cost functions such as lift

or moment coefficients, a similar procedure is followed. When Mach number and angle of

attack are considered as design variables, variations from surface integrals in the far field

also contribute to the sensitivity derivatives.

Navier-Stokes

In this section, the adjoint equations with the associated boundary conditions and the ex-

pressions for the sensitivity derivatives are derived for viscous flows. Only steady incom-

pressible viscous flows are considered in this paper to make the analysis more transparent.

The governing equations, with the artificial compressibility parameter 13, are given by

10



pu + 0@pv = 0

g a bu.

(29)

The cost function is augmented as in Eq. (2) with the flow equations as constraints

through the Lagrange multipliers q-' with Q = {p, u, v} x. The variation in IR is split into

the contributions from the inviscid and the viscous terms I_nv and I_ isc, respectively.
These can be derived as

and

_iRnv = _ .~T/ T_q j BTatlJ_d.Q
JQ/A _xx + 0y) +! (_T(ATkX+BTky)Wds

(30)

Resivisc = _ _2 a (atI"2 _3---_- R !fi(_-_(2 )+o_yt,ay + ))df_

- _ _¢(_-_(2_ 3) + _-xt_-ya{a_2

- j" tlJ3 [ky2 _--_'v + kx(__lJ + _--_¢)] ds
r Y

, r- aw 2 _W2 aW3-1

+ - + _ Jds_kxL2a37 +v_

. r _3 aw2 bW3l

+ + - + fib--£Jds

(31)

Combining the field integrals in Eqs. (30) and (31) and setting the integrands to zero

yields the following adjoint system:

TaXI j Ta_ J
-A =---B = T

Ox
(32a)

11



where

T=_e e

0

( 3_I_2"X 3 ¢3_IJ2 3_I_3

9-x-t23"_" )+3"yt._yy +3x-

0 ¢O3tIJ2 O_IJ3"_ O_ ( a_I'J3_'

r;tay )

(32b)

For purposes of illustration, the boundary conditions for the adjoint system are derived

with the assumption that the cost function is the drag coefficient:

cd = fICpkxCOSO_+Cpkysinct
F

2g 2" 3u 3u

2. 3V+ + _-_)3 sin Ct] ds_ee(2ky_yy k (auX\3y

(33)

Note that the expression for drag retains the components from the viscous stress tensor. It

will be seen that this is a requirement for obtaining boundary conditions for the adjoint

equations. Using Eqs. (27a) and (27b), the variation in the drag coefficient is given by

_flow -!(- t)G1 °3G2 0Ni, kG2)d ti_X3d ---- "_'d + Y_Xi YNi, k_'-_ XNi' kt)x Ot

F" kN -J_Ni'k'aY _ ' Gl)dt

_1. r 3_I_ 2 (3tlJ 2

+!u(_kxhVi+_eetekx_" _ +kyt_" _ +_3)3)'4/-_+2?2dt

+ f_c(_kytlZ, l +JF t _1( o3UlJ3 _Ia2_eteky_-_ +kx(b-" _ +_3)))'4_+yedt

(34a)

where

12



:flow !(2_(kx cos 0t + ky sin or)d =

2g a-

Y

2g/ 0 -
_ee_2ky_-_v + kx (0-_u + 0-_v)) sin °_)d_ + 3/2dr

(34b)

and

• l.t 3u _2 !u (Ou
= _ + aa--_)sin_G 1 2pcosot 4 _--_e_-_.cosot Re\ay

(34c)

. , gav . -2g( Ou (34d)
= + _--_)COS _G 2 zp sin o_--4 _ee_--_ sin o_ Re k,3y

Expressing the velocities on the new surface in a Taylor series and noting that the veloci-

ties on the old and new surface are both zero, the variations in the velocity components
can be written as

0U ~ OH -

fi = -_xx x --_---y (35a)
oy

0V - 0V -

= -_xx x -w--Y (35b)oy

In order to derive the boundary conditions, Eqs. (30), (31), (32a), and (32b) are com-

bined, and terms that involve the variations in the velocity gradients and _ are eliminated.

This requires that the following relationships hold:

kxqJ2 + kytl¢3 + 2kxcoSct + 2kysinot = 0 (36a)

- 4kxCOSOt - 2W2k x + 4kysinot + 2kysintx = 0 (36b)

- 2kyCOS_ - 2kxsinot - W2ky - W3kx = 0 (36c)

13



This system is overdetermined and is satisfied by the choice

_IJ2 =--2COSCt (37a)

W 3 =-2sino_ (37b)

The variation in the drag coefficient can be obtained from Eq. (34a) by using these equa-

tions in conjunction with Eqs. (24a) and (24b).

Without the inclusion of the full stress tensor in the cost function, it is not possible to ob-

tain a consistent set of boundary conditions for _2 and q'3" Generally, suitable cost func-

tions are composed of terms that will appropriately balance the boundary terms from the

residuals. In particular, cost functions such as lift, drag, and pitching moment are admissi-

ble. It is not immediately obvious that the specification of a pressure distribution is allow-

able because of the absence of viscous terms in the cost function. However, a suitable cost

function can be obtained by first replacing the pressure term in the stress tensor by the dif-

ference between the current and the desired pressure coefficient Acp. This is then premul-

tiplied by the surface normal scaled by this difference in Cp and postmultiplied by the sur-
face normal. In nondimensionalized variables, the resulting expression is given by

I c = j'{k×ACp, kyAcp}
F

. .

ACp 2. au _lX¢3u +3v'_
2 Re 3x Ret,3y 3xj

3v_ Acp 2IX 3v
-la(3u +_-xJ 2 Re 3yRet,3y

(38)

After expansion, Eq. (38) can be rewritten as

Ic = !/_Acp2 (39)

, r)u OU + Ov'_'] + ky(2ky___ + ky(____ + _____//)dsOx,

This equation can be recast in terms of the velocity gradient normal to the boundary as

!(1 2 _tACp3Un'xI c = _Acp _e _ )ds (40)

where u n is the normal velocity component and n is the surface normal direction. The ve-

locity gradient term in this equation is zero by the continuity equation, so that the cost

function in Eq. (39) corresponds to specifying a pressure distribution. However, all the

14



terms in Eq. (39) are required for the derivation of the boundary conditions for the adjoint

equations. The final boundary conditions on _F2 and q"3 for specifying a pressure distri-

bution are given by

trtJ 2 = -2kx(c p - co) (41a)

W 3 = -2ky(Cp-Cp) (41b)

The continuous adjoint formulation for Navier-Stokes equations described in this sec-

tion poses a problem in the evaluation of the sensitivity derivatives. The evaluation of

these derivatives requires second derivatives of the velocity components because G 1 and

G 2 involve velocity gradients that are further differentiated in Eq. (34a). Recall that these

terms arise from expressing the cost function on the new surface in a Taylor series expan-

sion about the old surface. In the present work, because the flow solver is only second-

order accurate, pointwise second derivatives are inconsistent in general. An accurate eval-

uation of second derivatives would require the flow solver to be at least third-order accu-

rate. If a mapping is employed, as is possible with structured grids, the surface remains at

a constant coordinate line, and this problem does not occur.

In a discrete adjoint approach, the restriction on defining a suitable cost function and the

need for second derivatives are eliminated, as will be shown. However, the full implica-

tion of designing for cost functions in a discrete framework for which boundary condi-
tions are not obtainable in the continuous case is not clear at this time.

Discretization

Flow equations

The discretization of the flow equations is first addressed since it has implications for

the discretization of the adjoint equations. The discretization of the compressible inviscid

equations is given first; a similar procedure is used to discretize the inviscid contributions

for the incompressible Navier-Stokes equations. The equations represent a system of con-

servation laws for a control volume that relates the rate of change of a vector of state vari-

ables Q to the flux through the volume surface. The equations are written in integral form
as

b_Qdf_+ J;F(Q,n)ds = 0r
(42)

where for compressible flows Q = [p, pu, pv, E] T and F(Q, n) is the flux of mass, mo-

mentum, and energy through the control volume. In these equations, n is the vector nor-

mal to the boundary, p is the density, u and v are the Cartesian velocity components, and

E is the total energy per unit volume. These equations are closed by the equation of state

for a perfect gas.
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In discretizing Eq. (42), the variables are stored at the vertices of a triangular mesh. The

control volumes are defined by the median dual. The discrete form of Eq. (42) for vertex i,

with an associated control volume fli, is given by

_--_,Qdg2 + J e_N Fijlij = 0
(43)

where Fij is the numerical flux that approximates the normal flux through the control-vol-

ume edge dual to the triangle edge that joins nodes i and j, lij is the length of the dual

edge, and N i is the set of vertex neighbors of i. The numerical fluxes are computed by

using a Roe-type approximate Riemann solver: 34

1
Fij = _[F(Qi;n) + F(Qj;n)-/i,(Q r, Qi;n)I(Qr-Q1)] (44)

where ,_, is the Jacobian matrix evaluated at the Roe state, and Qr and QI are the depen-

dent variables on the right and left boundaries of the control volume face which are ob-

tained by extrapolation:

QI = Qi + _VQ. (rj-ri) (45a)

Qr = Qj + _VQ. (r i - rj) (45b)

where 9 = 0 for first-order discretization, tp = 1 for second-order discretization, and r i

and rj are the position vectors of nodes i and j, respectively. Note that the definition of
the fluxes in Eq. (44) is different from a standard Riemann solver in that the unsplit fluxes

are evaluated by using data at the nodes Qi and Qj instead of data at the extrapolated

states Qr and QI. This discretization remains second-order accurate and has the benefit

that the only term that involves data other than at the immediate neighbors occurs through

the dissipation. This enables a discretization of the continuous adjoint equations to be eas-

ily obtained that is identical to the discrete adjoint approach, except for small differences

that arise from the higher order dissipation.

For computing the viscous contributions to the residual, a finite-volume scheme is used

that is equivalent to a Galerkin discretization with linear basis functions. On triangular

grids, this discretization only requires data at the immediate neighboring nodes.

Adjoint equations

The adjoint equations can, in principle, be discretized by any stable and consistent

method. However, insufficient grid resolution may result in poor accuracy of the sensitiv-

ity derivatives in that they do not agree with those obtained by finite differences. Inaccu-

rate sensitivity derivatives may lead to failure in the optimization process. 37Sensitivity de-
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rivatives that agree with finite-difference gradients can be obtained regardless of grid size

by making the equations discretely adjoint to the discretized flow equations. However,

achieving this for higher order discretizations can be an onerous task. In the present work,

the discretization is been derived with strong guidance from a discrete adjoint formulation

so that for first-order accuracy, a direct correspondence with a discrete adjoint approach is

achieved. Higher order accuracy for the discretization of the inviscid terms is obtained

through the use of extrapolation of the costate variables.

The discretization of the adjoint equation is performed by adding a time derivative to

Eq. (8) and using a finite-volume type of method similar to that used for the flow solver.

In this context, Eq. (8) is integrated over control volumes, where the matrices are taken

outside the integrand and are evaluated using nodal point values of the dependent vari-
ables:

T B?
_---i"_d_ - (A if--d_ '_gy ) 0otJn t, + = (46)

The volume integrals are converted to surface integrals over each of the control volumes,

and the values of the costate variables on the boundaries are obtained by using upwind
type formulas:

1 - ° -T _(I) T

_Pij = _[(_I.li+ tpj)+A(Qi,n ) (_.__)(_I/r__Pi)] (47)

where the extrapolated costate variables _I_r and Wl are obtained by using formulas that

are similar to Eqs. (45a) and (45b). The data used for evaluation of the matrices and the

formulas used for obtaining the costate variables on the faces of the control volumes have

been chosen so that a discrete adjoint formulation is obtained for first-order spatial accu-

racy. The resulting discretization of the inviscid contributions may be written as follows:

IWdf_- Z Gijlij= 0

_'2i j E N i

(48)

The numerical flux, Gij, used in calculating the residual for the control volume that sur-
rounds node i, is given by

1 - T (0(I) "_T
Gij = _[a(Qi;n)(tl't i + _P'j)+_,_Q,)(ttJr-*,)]

(49)

where (I) = "S-(Qr, Qi; n) (Qr- Q1)- Note that Gij 4: -Gji.

On solid boundaries, the flux along the wall for closing off the surface integral around

node i is given by

Gili = kxAT_p + kyBTtp = _Tq/ (50)
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For enforcing the boundary conditions on the costate variables, a weak formulation is used

in which the fluxes are modified appropriately to reflect the imposition of the boundary

conditions. Numerically, the Jacobian matrix in Eq. (50) is evaluated without explicitly

enforcing the boundary condition on the flow variables that no flow is allowed through the

surface. In this way, the contributions from the fluxes in the interior in conjunction with

the boundary flux in Eq. (50) combine so that the resulting discretization corresponds with

that from a discrete adjoint approach.

Note that in Eq. (49) the linearization of • is somewhat cumbersome but has been pre-

viously derived (see for example Ref. 4). A simpler equation can be obtained by employ-

ing the approximate iinearization of • as

(51)

This equation is less complicated than the full linearization and only differs from the exact

linearization in proportion to (Qr - QI), but numerical experiments have indicated that on

very coarse grids some of the sensitivity derivatives are of poor accuracy compared with

finite-difference derivatives. Although these errors decrease as the grid resolution in-

creases, the full linearization is used in the current work.

Since the viscous equations used in the current study are for incompressible flow, the

corresponding terms in the adjoint equations (Eq. (32a)) have the same form and are there-

fore discretized in the same manner. The Dirichlet boundary conditions for 1112 and _3

are strongly enforced with the same technique used to set the velocities to zero in the flow

solver. In the implicit solver, this is achieved by zeroing the off-diagonal elements in the

rows of the matrix that correspond to boundary nodes, as well as the appropriate terms on

the right-hand side.

For viscous flows, a direct correspondence with a discrete adjoint formulation is not

achieved near solid boundaries. This is easily seen by examining the resulting matrix

structures from both approaches for a small mesh shown in Fig. 2, where it is assumed that

nodes l, 3, and 5 lie on a solid wall.

4 2

5 1 3

Figure 2. Sample mesh.
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In the discrete adjoint approach, the augmented cost function is given by

I(Q, D, W, X(D)) = Ic( Q, D) + wTR(Q, D, X((D))) (52)

where R is the vector of discrete residuals and, thus, depends explicitly on the grid-point

locations X. Taking variations of Eq. (52) and regrouping terms yields the adjoint equa-
tion

0R fv +L j = 0 (53)

The variation in the cost function is then given by

(_ IT • T(o_R c3Ro_X'_'_-
(54)

In these equations, it is understood that the linearization of the residual includes the full

effects of the boundary conditions. Here, _)X/_)D represents the sensitivity of the interior

grid points to changes in the design variables. In the continuous adjoint formulation de-

scribed earlier, no counterpart to this term exists. The determination of grid sensitivities is

dependent on the methodology used to restructure the mesh. Neglecting these terms is

equivalent to freezing the interior grid points, regardless of changes in the surface geome-

try. Nevertheless, in a second-order-accurate scheme, the /)R//)D term in Eq. (54) ac-

counts for changes in the residuals at the nodes immediately adjacent to the surface, as

well as at the second nearest neighbors.

A diagram of the matrix structure associated with the configuration of nodes in Fig. 2 is

shown in Fig. 3 for the discrete adjoint approach. The matrix structure for the continuous

adjoint approach is shown in Fig. 4. In these figures, the solid circles represent the non-

zero entries in the matrices. Note that in both figures, a first-order discretization of the in-

viscid terms is assumed so that the stencil only involves the nearest neighbors.

Comparing Figs. 3 and 4, it is seen that the matrix structures are significantly different.

This is due to the strong enforcement of the no-slip condition in the flow solver, which

leads to zeros in the columns of the adjoint system. For the continuous case, explicit en-

forcement of the boundary condition on _2 and tt' 3 leads to zeros along rows. Of partic-

ular interest in the discrete adjoint case is that because of the zeros in the columns, the so-

lution of the costate variables in the interior of the mesh does not depend on the values of

W2 and W3 at the boundary. Furthermore, because the residual equation for the flow

solver at these points is replaced by a Dirichlet condition on the velocities, the residual

does not depend on the design variables so that _)R//)D = 0. Therefore, there is no con-

tribution to the sensitivity derivatives in Eq. (54) from these terms. The result is that in the

discrete adjoint case the values of _2 and _3 on the boundary are completely arbitrary
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and have no effect on the sensitivity derivatives. This has been verified by numerical ex-

periments.

Figure 3. Matrix structure for discrete adjoint approach.

Row with Dirichlet

boundary conditions

Row with Dirichlet

boundary conditions

Row with Dirichlet

boundary conditions

Figure 4. Matrix structure for continuous adjoint approach.

In light of the discussion above, it is of interest to compare the values of the costate vari-
ables that are obtained from both the continuous and the discrete adjoint formulations for

a viscous flow. In Fig. 5, profiles of W2 as a function of the distance from the body are

shown for a case in which the cost function is the drag of an airfoil and the location of the

profile is taken to be at the midchord of the airfoil on the upper surface. In the figure, the

values of W2 agree well away from the body. Near the boundary, however, the costate
variables from the continuous and discrete formulations do not agree. As the mesh is re-

fined, the distance from the surface of the airfoil in which these discrepancies occur de-
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creases. Thus, one would expect that in the limit of vanishing mesh size, the two ap-

proaches would agree.
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Figure 5. Profiles of W2 obtained from both discrete and continuous adjoint formulations.

In Eq. (53), W can be determined provided that OR/aQ is nonsingular irrespective of

the cost function. Also, no difficulty is encountered in determining the sensitivity deriva-

tives with Eq. (54). In particular, note that this equation does not require explicit calcula-

tion of second derivatives. Therefore, for viscous flows, a discrete approach is used in the

current study, except that higher order accuracy for the inviscid terms is achieved by using

the continuous approach described in the inviscid section. The implementation of this ap-

proach does not entail much additional effort because the inviscid terms are already dis-

cretely adjoint for first-order accuracy, and the viscous terms only involve the nearest

neighbors. The accuracy of the derivatives using this approach is comparable to that ob-

tained for inviscid flows. For first-order accuracy, the resulting method is identical to the

standard discrete adjoint approach.

Solution procedures

For the flow equations, an implicit solution method with multigrid acceleration is used.
Details may be found in Refs. 1, 2, and 9. The discretized equations for the costate vari-

ables in the absence of the time derivative represent a linear system that can be solved by

using a technique such as preconditioned GMRES. 3s Alternatively, by retaining the time

derivative, the equations can be solved to steady state by using a time-marching proce-

dure. In the present work, the time term is included and a multigrid procedure is used with

preconditioned GMRES as a smoother. The preconditioning is accomplished using an in-

complete lower/upper (LU) decomposition with no fill-in. The motivation for retaining

the time term is that this approach often converges in situations for which the GMRES
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procedure might otherwise "stall." Note that because the equations are linear, the matrix-

vector products are easily formed by simply passing the vector to the residual routine in

place of the costate variables. By forming the matrix-vector products in this way, the larg-

est contribution to memory requirements is through the preconditioner so that the result-

ing scheme requires roughly the same amount of memory as the flow solver.

Grid generation and mesh movement
The unstructured meshes used in this work are generated using the software package de-

scribed in Ref. 28. This employs an advancing front type of method that generates good

quality grids for both inviscid and viscous calculations.

For shape optimization, the design is carried out in a domain that changes during the de-

sign cycle as the shape of the boundary changes. Therefore, the existing grid is modified

in order to conform to the changing domain.

For inviscid flows, the strategy outlined in Ref. 42 is used to restructure the mesh in re-

sponse to the changes in the surface shape. The tension-spring analogy is employed to

allow the field grid points to respond to the displacements of the points on the surface. The

following linear system of equations is solved with a Jacobi iteration strategy:

Kij(Ax i-AXj) = 0

j_N i

(55)

where AX i and Axj are the displacements from the initial position for nodes i and j. The
-2

spring stiffness Kij is assumed to be lij , where lij is the length of the edge that joins
nodes i and j. Note that by using Eq. (55), the mesh remains unchanged when the surface

is held fixed. When the boundary shape changes during the design cycle, this method does

not guarantee that the grid lines will not cross. An improvement is to make the spring sys-

tem nonlinear (i.e., the shape change is decomposed into smaller steps, and the procedure

is repeated at each step). Also, in order to maintain good mesh quality throughout the de-

sign cycle, the edges are reconnected according to either a Delaunay criterion or by locally

minimizing maximum angles (min-max).

a)

A'A_ x/X' A' d_di'
_" _" -_ ...C' I _ _" _''_ _

A C.
"_ _B_B' b)

Figure 6. Methodology for mesh movement for viscous grids.
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For grids with high-aspect-ratio cells, the inviscid strategy fails for a number of reasons.

The spring analogy typically results in invalid grids with crossing of grid lines. In addi-

tion, both the Delaunay and min-max criteria often result in nodes with large connectivi-

ties. Therefore, the grid-movement scheme is modified to deal with Navier-Stokes grids.

The Delaunay criterion is replaced by the min-max criterion where the swapping is only

carried out if the maximum angle exceeds a specified angle (set to 150 ° ). The distance to

the wall for each node in the mesh is first computed. When the points on the surface are

displaced, the field points move in response, as shown in Fig. 6(a). Here, AB is an edge on

the surface of the body. Nodes A and B move to A' and B', respectively. For the field

point X, the nearest point on edge AB is denoted by C. Given vectors AA' and BB', the

vector CC' is obtained by linear interpolation. The field point X moves to X' such that

XX' is equal and parallel to CC'. In order to contain the effect of grid movement to a spec-

ified region, XX' is multiplied by an exponential factor that decays from unity at the sur-

face to nearly zero at a specified cut-off distance. This technique, in combination with

edge swapping, allows for large changes in body shapes even when highly stretched grids

are used. However, the grids tend to lose orthogonality near the surface when large

changes occur in the surface geometry. To improve orthogonality near the surface, the

method described above is replaced by the one shown in Fig. 6(b) within a specified dis-

tance to the wall. In this technique, CC' is obtained as before, but C'X' remains orthogo-
nal to A'B' and the normal distance d is maintained. It is also desirable to revert to the in-

viscid algorithm in regions where the grid is not highly stretched. Therefore, outside

another specified distance from the wall, the inviscid algorithm is employed. Thus, the

final scheme is a blending of all three methods. This scheme has been found to be effec-

tive in dealing with Navier-Stokes grids, even for large-scale changes in surface shape,

and is reasonably insensitive to the cutoff distances provided that the region in which or-

thogonality is maintained is restricted to the immediate vicinity of the wall. Unless the dis-

placements of the surfaces are large, the last step can be skipped.

The technique described above is demonstrated in Fig. 7 for a Navier-Stokes _g6ridabout
an airfoil. The grid contains 26949 nodes, and the spacing at the wall is 2 × 10- relative

to the chord. In this figure, the nose of the geometry is distorted by moving one of the

Bezier control points in this region. Although the geometry is significantly altered, a valid

mesh results, which maintains good quality as well as orthogonality near the surface. It

should be pointed out that for multielement configurations, the procedure described may

fail for large relative displacements of the elements because the cutoff regions that may be

initially distinct could "collide." Further work is necessary in this area.
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A) Initial mesh. B) Distorted mesh. C) Close-up in nose region.

Figure 7. Example of mesh movement for viscous mesh.

Optimizer
The optimizer used in the current study is KSOPT, 4° which uses a quasi-Newton method

to determine the search directions and a polynomial line search technique to determine the

step length in the descent direction. This code has been chosen because it is capable of

multipoint design and can handle both equality and inequality constraints. In addition,

upper and lower bounds can be placed on design variables; this is the method that is cur-

rently used to enforce the geometric constraints necessary to maintain a viable geometry

throughout the design cycle.

Results

Accuracy of derivatives

To assess the accuracy of derivatives, an isolated transonic airfoil and a subsonic mul-

tielement airfoil (where interaction between the elements occurs through the flow field)

are studied. For the first test, a single 12th-order Bezier curve is used to approximate an

NACA 0012 airfoil, with only 13 control points. In the experiment that follows, a grid

with 4770 nodes is generated, with 128 grid points on the surface of the airfoil. The cost

function is the lift coefficient, and derivatives with respect to the Bezier control points are

obtained using the continuous adjoint method and are compared with those from finite dif-

ferences. The Mach number for this case is 0.75, and the angle of attack is 1.25°. The re-

suiting pressure distribution is shown in Fig. 8 and exhibits a shock on the upper surface
of the airfoil.
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Figure 8. Pressure distribution for NACA 0012 with M_ = 0.75 and o_ = 1.25 °

The sensitivity derivatives of the lift with respect to the y position of the individual con-

trol points are shown in Figs. 9 and 10 using the continuous adjoint approach. In these fig-

ures, the derivatives are obtained by using the second-order formulation for both the flow

solver and the adjoint equations. The corresponding derivatives for first-order accuracy

are not shown because the first-order scheme has been verified to be discretely adjoint to

the flow solver in this case. In Fig. 9, the derivatives at the first and last control points

(numbers 1 and 13) correspond to those at the trailing edge. Although the derivatives of

the control points at the trailing edge are available from the adjoint approach, the corre-

sponding finite-difference derivatives are not obtained because the geometry would "sep-

arate" at the trailing edge. Instead, the grid point at the trailing edge is perturbed, and the

resulting derivative is compared with the sum of the derivatives at this location from the

adjoint approach. A close-up view of the derivatives away from the trailing edge is shown

in Fig. 10. The figures indicate that the derivatives are fairly accurate; the largest discrep-

ancy between the adjoint and the finite-difference derivatives is less than 5 percent. Note

that in this study specification of the costate variables as a boundary condition across dis-

continuities in the field, as suggested in Refs. 17 and 18, is not done with no apparent deg-

radation in accuracy.
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As mentioned previously, unless the adjoint equations are discretized appropriately, the

resulting derivatives may exhibit inaccuracies when compared with finite-difference gra-

dients on coarse grids. To study this aspect more closely, a two-element airfoil is consid-

ered for which the surface of each element is represented with a third-order B-spline with

31 control points. The cost function is the lift coefficient, and the derivatives with respect

to the design variables on the aft element are computed with both methods on a set of four

sequentially finer grids. These grids, denoted as grids 4, 3, 2, and l, consist of 1103, 3030,

9591, and 18,392 nodes, respectively; of these nodes, 88, 176, 352, and 704 lie on the air-
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foil surfaces. Obtaining the sensitivity derivatives with central finite-difference formulas

requires 58 flow-field computations for each grid. For the adjoint approach, all derivatives

are obtained in one solution of the adjoint equations, which requires roughly the same
amount of work as one solution of the flow field.
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Figure 11. Accuracy of derivatives on aft element of a two-element airfoil; third-order B-

spline with 31 control points

In Fig. 11, finite-difference derivatives are compared with those obtained using the for-

mulas for the continuous adjoint approach. In this figure, the derivatives in the immediate

vicinity of the trailing edge are not shown so that the derivatives over the bulk of the air-

foil can be examined more closely. The importance of the derivatives near the trailing

edge is discussed later in this section. In addition, derivatives are also shown from a "hy-

brid" approach in which the costate variables are obtained from the continuous adjoint ap-

proach and are subsequently used in a discrete adjoint framework to compute the sensitiv-

ity derivatives by using Eq. (54). In this approach, no approximations are used in Eq. (54),

so that the only difference between the hybrid approach and a purely discrete adjoint ap-
proach stems from small differences in obtaining the costate variables for the second-

order discretization. Recall that in the continuous adjoint case, no sensitivities that result

from mesh movement appear in the equations. Therefore, for the hybrid approach, the
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mesh sensitivities have been neglected in order to examine the effects. As discussed ear-

lier, when the surface of the airfoil is perturbed, the residuals are affected at the nodes on

the body as well as at their first and second nearest neighboring nodes (the second nearest

nodes are affected through the gradient computation). Therefore, the residuals at these

nodes contribute to the sensitivity-derivative calculation in Eq. (54). However, inclusion

of these contributions does not account for any change in the interior residuals caused by

the possible movement of interior mesh points. The situation is thus equivalent to the case
for which the surface of the airfoil is modified but the interior of the mesh is held fixed.

As seen in the figure, the finite-difference derivatives are nonsmooth on the coarser

grids and have several derivatives of negative sign. The derivatives obtained with the hy-

brid approach follow an almost identical pattern. The derivatives obtained from the con-

tinuous adjoint approach are smoother on all of the grids and remain positive over the en-

tire interval shown. Although discrepancies result over parts of the airfoil, the derivatives

calculated with all three methods agree as the grids are refined. A case could be made that

the continuous adjoint derivatives are "better" because the signs of derivatives are always

in "correct" agreement with those from the finest grid. However, when designing on the

coarser grids, this could cause the optimizer to fail because the derivatives do not accu-

rately represent the discrete derivatives. 37Conversely, the hybrid approach may be consid-

ered to be "better" in that the derivatives agree more closely with those obtained from fi-

nite differences on all the meshes. Although this may lead to successful numerical

optimization on all grids, the resulting geometry may be quite different from that obtained

with a finer grid. In either case, a suitably refined grid must be employed in which case

neither the continuous nor the discrete approach offers a significant advantage over the
other.

In Fig. 11, the discrepancies in the derivatives on the coarse grids stem from three

sources. These include the fact that the second-order scheme is not exactly discretely ad-

joint to the flow equations on all grids. Also, small errors in the finite-difference calcula-

tions may be present as a result of the choice of step size which was not optimized for ac-

curacy for each of the 29 design variables although a reasonable effort was made to

determine acceptable values. In addition, the derivatives obtained from finite differences

include the effect of grid sensitivities because the interior mesh points are relaxed each

time a design variable is perturbed using the techniques described earlier. As mentioned

previously, neither the continuous adjoint nor the hybrid approach has included these ef-

fects because the continuous formulation assumes no dependence on a grid and the hybrid

formulation has neglected these contributions for this test. The figure shows clearly that as

the grids are refined the derivatives over the bulk of the airfoil approach the same value

regardless of the methodology used to obtain them.

Although it is tempting to conclude from the above example that grid sensitivities do not

play a major role as the grid is refined, this conclusion is not always valid. To demon-

strate, a simple example is given in which the geometry and flow conditions are held fixed

while the grid is allowed to change. More specifically, the relationship between the airfoil

surface and the grid is changed. The role of the grid sensitivities is studied by considering

the derivative of the lift of a single airfoil due to a vertical translation.

For this case, an NACA 0012 airfoil at a free-stream Mach number of 0.5 and an angle

of attack of 2 ° is considered. A sequence of structured C-type grids is utilized in which
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each grid represents a uniform refinement in each direction over the previous level. Two

structured-grid codes 39.4_are used, in addition to the unstructured-grid flow solver. For the

unstructured flow solver, the cells in the structured mesh are simply divided into triangles.

The derivative of the lift with respect to translation of the airfoil surface in the y direction

is computed with central differences. The airfoil surface is perturbed a small amount, and

three different techniques are considered for modifying the interior mesh:
1. The airfoil surface and the entire mesh are shifted.

2. The airfoil surface is perturbed, and the rest of the mesh remains fixed.

3. The airfoil surface, as well as the mesh line that extends from the trailing edge of the

airfoil to the downstream outer boundary are perturbed, and the rest of the grid

remains fixed.

For the case in which the airfoil and the mesh are simultaneously perturbed, the lift does

not change and the derivative is zero, independent of the mesh size. This case corresponds

to simply a shifting of the origin of the coordinate system; therefore, no calculations are

required. The importance of the second method for computing the finite-difference deriv-

ative is that this situation corresponds to the case in which grid sensitivities are ignored in

a discrete formulation. This correspondence has been verified using the derivatives ob-

tained from the first-order adjoint code, where the derivatives are obtained by using the

hybrid methodology and the grid sensitivities are neglected. The third method is chosen

simply for demonstration purposes. Note that in the numerical experiments that follow, all

results are converged to machine zero and the step size for computing the finite-difference

derivatives has been varied over a large range of values with no significant changes in the

results• In all cases, the step size that is used is much smaller than the distance from the

surface of the airfoil to the first grid line, so no crossing of grid lines occurs.

In an ideal situation, the lift of a single airfoil in an unbounded flow would be insensi-

tive to a vertical change in the coordinates so that the derivative would be zero. Numeri-

cally, however, changes may occur because of the changing location of the airfoil relative

to the outer boundary and because of possible changes in the grid. In the case where the

entire grid is shifted, the derivative of lift due to a shift in the y location of the surface is

zero. By shifting all grid lines except the one at the outer boundary, the derivatives have
• --5 . . .

been found to remain very small (O( 10 ) ) which indicates that the derivative of lift due

to the location of the outer boundary is small. In this case, the changes are not only attrib-

utable to the changing location of the outer boundary but also to some small grid effects at

the outer boundary.

In Fig. 12, the sensitivity derivatives of the lift with respect to translation of the airfoil in

the y direction are shown for methods 2 and 3 described above. As seen in the figure, the

derivatives due to the translation of the airfoil surface depend greatly on the methodology

used to modify the grid. More importantly, these derivatives do not tend to zero as the

mesh is refined but actually increase in magnitude!
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Figure 12. Finite-difference derivatives of lift with respect to vertical shift in airfoil

position obtained with fixed computational grid.

Computing the derivative of lift with respect to a vertical translation corresponds to a

simple summation of the derivatives of lift with respect to the y position of each of the de-

sign variables. For example,/)Cl/OY for the aft element of the airfoil shown in Fig. 11
can be computed by a summation of the individual derivatives. Although the individual

derivatives shown in Fig. I 1 converge as the mesh is refined, the derivatives at the trailing

edge do not. In Fig. 13, the individual sensitivity derivatives that are obtained with the hy-

brid approach are now plotted at a scale so that the derivatives at the trailing edge can be

seen. Whereas the derivatives away from the trailing edge converge as the grid is refined

(see Fig. I 1), those at the trailing edge of the airfoil do not exhibit the same level of con-

vergence and, in fact, continually change as the grid is refined. This behavior appears to

be caused by the singularity at the trailing edge and is the source of the sensitivity of the

derivative to the manner in which the grid is treated.
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In Fig. 14, finite-difference derivatives similar to those shown in Fig. 12 are shown for a

symmetric Joukowski airfoil at the same Mach number and angle of attack as before. For

this airfoil, the slope of the upper and lower surfaces in the analytical definition are identi-

cal at the trailing edge, and the effect of the singularity should be reduced. These deriva-

tives have been obtained by shifting only the surface of the grid, as in method 2. As is

clearly seen in the figure, the derivatives are much smaller in magnitude than those for the

NACA 0012 and do not increase in magnitude as the grid is refined.

From the foregoing discussion, it is apparent that the grid sensitivities near the trailing

edge of the airfoil can play a major role in the computation of the derivatives necessary to

position airfoils relative to one another. It should be emphasized that during an actual de-

sign the grid is generally "relaxed," so that the original relationships between the grid

points are more or less intact, and that the effect of the grid would be much less pro-

nounced than that shown above. The important point is that without inclusion of the grid

sensitivities, the derivatives obtained would correspond to the case above in which the in-

terior grid is held fixed. Because the derivatives clearly depend on the manner in which

the mesh and the geometry interact, this factor must be accounted for in the computations

when derivatives are needed in the immediate vicinity of the trailing edge. Furthermore,

the errors caused by failure to properly account for these terms do not vanish as the mesh

is refined. However, from the results in Fig. 11, it appears that grid sensitivities can be

safely neglected in regions away from the trailing edge, provided that the grid is suffi-

ciently refined.
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Inviseid Design Examples

An example of shape optimization is shown below in which drag minimization has been

performed for a single airfoil. The initial geometry is an NACA 0012 airfoil, described by

a third-order B-spline with 50 control points. The grid consists of 4763 nodes with 128

nodes on the airfoil surface. The Mach number for this test is 0.75, and the initial angle of

attack is 2 ° . For this case, the computed lift coefficient is 0.4229, with a corresponding

drag coefficient of 0.0123. For this design, the cost associated with maintaining the cur-

rent lift coefficient is combined with that for minimizing the drag:

1 )2 1Ic(Q,D) = _.(c 1-cl* +10x](c d-cd*) 2 (56)

where cl* is the desired lift coefficient and Cd* is zero. The factor of 10 associated with

the cost function for drag is chosen so that the contribution from each cost function is of

the same order of magnitude. The design variables are the y-coordinates of the control

points that describe the airfoil, except those at the trailing edge, which remain fixed. The

angle of attack is an additional design variable and is allowed to vary in order to maintain

the lift. The total number of design variables for this case is 49. For this case, the continu-

ous adjoint approach is used instead of the hybrid approach.

After l0 design iterations, the lift coefficient is 0.4225, which is in close agreement

with the specified lift coefficient of 0.4229. The drag has been reduced from 0.0123 to

0.0016, and the final angle of attack is 1.747 ° . The objective function and the root mean
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square (rms) of the sensitivity derivatives have each been reduced between 1 and 2 orders

of magnitude. Note that these gradients are not the projected gradients and that several

side constraints are active. The initial and final pressure distributions are shown in Fig. 15;

the corresponding geometries are shown in Fig. 16.
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Figure 15. Initial and final pressure distribution for NACA 0012 design case.
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Figure 16. Initial and final airfoil for NACA 0012 design case.
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The next case is that of a two-element airfoil configuration that consists of two airfoils

in which the top airfoil is displaced from the other in the positive y direction by 0.5 chord

and in the negative x direction by 0.5 chord. The free-stream Mach number is 0.60, and

the angle of attack is 0 ° . A sequence of three grids for use with multigrid acceleration has

been generated for this case. The finest grid consists of 7974 points and is shown in Fig.
17.

Figure t7. Initial configuration for two-element test case.

For this case, the objective is to modify the shape of the aft airfoil in order to achieve a

desired pressure distribution on the front airfoil. The desired pressure distribution has

been obtained from analysis of the initial configuration, with the shape of the aft airfoil

modified. Although this test case is somewhat fabricated, it demonstrates flexibility that

may be difficult to achieve with inverse methods in which the interaction between ele-

ments is not taken into account.

Pressure contours for the initial flow field are shown in Fig. 18(a); the corresponding

contours of W2 are shown in Fig. 18(b). The pressure contours indicate the presence of a
shock between the two airfoils, with a Mach number ahead of the shock on the lower air-

foil of approximately 1.25. The costate variables shown in the accompanying figure, on

the other hand, exhibit a shocklike structure in a location that corresponds to the sonic line

in the flow field. However, in designing for other objective functions, the contours of the

costate variables change and do not necessarily show such a clear correspondence with the

flow field. For example, if the cost function is zero at the design point in an unconstrained

optimization, the costate variables are all zero independent of the flow field, due to the ho-

mogeneity of the boundary conditions.

34



The initial and final pressure distributions on the surface of the airfoils are shown in Fig.

19; the pressure contours after three design cycles are shown in Fig. 20. As seen from Fig.

19, the pressure distribution obtained after three design iterations agrees closely with that

desired. The cost function has been reduced over 3 orders of magnitude, and the rms of the

sensitivity derivatives has also been reduced over 3 orders of magnitude after the second

design cycle. The final pressure distribution on the aft element does not exhibit the strong

shock that is initially present.

a) Pressure contturs
\

',\

/

/

econd costate vanao_e

Figure 18.Contours of pressure coefficient and W2 for two-element configuration.
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Viscous Design Examples

For the first viscous case, the objective is to maximize the lift of an isolated airfoil by

modifying the shape, with the angle of attack held constant. An initial computation has

been performed for an airfoil at a Reynolds number of 5000 and an angle of attack of 2 °.

The mesh used for this computation has 6951 nodes of which 128 lie on the surface of the

airfoil. The airfoil geometry is described by using a 12th-order Bezier representation sim-

ilar to that described earlier, except that several of the control points have been modified

so that the airfoil is no longer symmetric (see Fig. 21). For this case, nine design variables

have been used. These correspond to the y-coordinates of the control points away from the

immediate vicinity of the trailing edge. The initial lift coefficient is 0.0950, and the initial

drag coefficient is 0.0545. After three design cycles, the lift has been increased to 0.2571

and 5 of the nine design variables have hit their imposed side constraints. Although no

constraint or objective was placed on the drag, the drag coefficient has dropped to 0.0509.

Note that for this case both the initial and final configurations have a small separated re-

gion that extends over the last 25 percent of the airfoil. Despite the presence of separation,

a steady flow field is obtained. In the event of unsteady separation, the adjoint approach as

described would not be applicable because the steady-state residual is assumed to be zero

and is used as a constraint for the optimization.
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Figure 21. Viscous design for maximizing lift.

For the final case shown in Fig. 22, the objective is to match a desired pressure distribu-

tion that has been obtained from a previous analysis of an NACA 0012 airfoil. The initial

airfoil geometry has been obtained by simply displacing several of the B-spline control

points that define the original airfoil. The Reynolds number is 5000, based on the chord of

the airfoil, and the angle of attack is held fixed at 2 °. The mesh used for this is similar to

that used in the previous test case and has approximately 7000 nodes. For the current test,

the cost function has been reduced by 4.5 orders of magnitude after three design cycles,

and the gradients have been reduced by 1.5 orders of magnitude after the second design

cycle. As seen in Fig. 22, the target pressure distribution is obtained, and the final airfoil

shape is that of an NACA 0012 airfoil.
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Figure 22. Initial and final pressure distribution for viscous flow.

Discussion and Conclusions

The purpose of the present investigation has been to develop and analyze the continuous

adjoint approach for obtaining sensitivity derivatives on unstructured grids for the Euler

and Navier-Stokes equations. During the course of the study, several drawbacks have been

uncovered. The most significant is the need for accurate second derivatives of the veloci-

ties required for computing the shape sensitivity derivatives for viscous flows. In general,

consistent second derivatives cannot be obtained with spatially second-order accurate

schemes. This problem can be circumvented by mapping the domain to a fixed computa-

tional coordinate system as is usually employed for structured grids. This approach, how-

ever, is restrictive in its generality and is at odds with the flexibility offered by unstruc-

tured grids. The absence of a mapping is a fundamental difference between structured and

unstructured grids. The requirement for second derivatives can also be overcome by con-

sidering a higher order discretization of the flow field, so that consistent second deriva-

tives can be obtained. However, this represents a significant level of effort because the en-

tire flow field must be computed to higher order accuracy. It appears that the most
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expedient and cost-effective means for alleviating this problem is to essentially abandon

the purely continuous adjoint approach in favor of a more discrete approach, as described

in the present paper. This approach has the added benefit that the contributions to the sen-

sitivity derivatives due to the grid may be included. These terms do not naturally appear in

the continuous framework unless a mapping to a fixed computational domain is first em-

ployed. However, it is shown in this paper that these terms are critical in obtaining accu-

rate derivatives for geometries with singularities.

Another possible drawback of the continuous approach is that a restriction is placed on
the allowable cost functions that can be used. This restriction stems from the need for a

suitable balance between terms in the cost function and corresponding terms from the re-

sidual that are used to eliminate variations in pressure or velocity gradients. For inviscid

flows, the allowable cost functions are those that involve only the pressure. For viscous

flows, an additional requirement is that terms from the entire stress tensor, including both

the pressure and viscous terms, must be included. Although this limitation does not appear

to occur in a discrete adjoint approach, the full implications remain unclear.

The continuous adjoint approach requires more "up front" derivations than the discrete

approach before a computer implementation can be pursued. Also, each new cost function

requires a certain level of effort to not only arrive at the appropriate boundary conditions

but to determine whether boundary conditions can even be obtained. On the other hand,

the continuous approach may provide insight into which cost functions are controllable.

For example, in the case of inviscid compressible flow, pressure is the only surviving term

in the boundary flux upon application of the flow tangency condition. Therefore, it stands

to reason that only cost functions that involve pressure can be controlled. In the discrete

adjoint approach, new cost functions are more easily added because they enter the prob-

lem only through the right-hand side of a linear system of equations. After a subroutine

has been written to evaluate a cost function, it is usually a simple matter to obtain all the

necessary derivatives by differentiating the code directly using the chain rule. Further-

more, this procedure does not require detailed knowledge of the equations and can be ac-

complished by using a computational tool such as ADIFOR. 8

A technique is presented in this paper that is derived from a continuous adjoint approach

but appeals to the discrete approach where expedient. A discretization of the adjoint equa-

tions for viscous and inviscid flow is presented that corresponds exactly to a discrete ad-

joint formulation for first-order spatial accuracy. The discretization differs from the dis-

crete adjoint approach for higher order schemes only in the artificial dissipation terms.

This approach is simple to implement and yields derivatives that are reasonably accurate

in comparison with finite-difference calculations, even on coarse grids. Alternatively, the

same scheme could be obtained from a discrete adjoint point of view by appealing to the

continuous approach for making suitable approximations. The adjoint approach is coupled

with an optimization algorithm and is augmented with a mesh movement strategy for re-

structuring the mesh in response to surface displacements. The mesh movement technique

is applicable for meshes used in inviscid computations as well as for meshes with high as-

pect ratio triangles typically used in viscous computations. The resulting approach has

been used in several design examples.

40



Acknowledgments
The authors would like to thank Antony Jameson, Geojoe

Shlomo Ta'asan, and Jim Thomas, for many useful discussions.
Kuruvila, Manny Salas,

References

,Anderson, W. K. and Bonhaus, D. L., "An Implicit Upwind Algorithm for Computing

Turbulent Flows on Unstructured Grids," Computers and Fluids, Vol. 23, No. I, 1994, pp.

1-21.

sAnderson, W. K, Rausch, R. D., and Bonhaus, D. L., "Implicit/Multigfid Algorithms for

Incompressible Turbulent Flows on Unstructured Grids," AIAA 95-1740, June 1995.

3Angrand, F., "Optimum Design for Potential Flows," Int. J. Num. Methods in Fluids,

Vol. 3, 1983, pp. 265-282.

,Barth, T. J. "Analysis of Implicit Local Linearization Techniques for TVD and Upwind

Algorithms," AIAA 87-0595, 1987.

'Baysal, O. and Eleshaky, M. E., "Aerodynamic Sensitivity Analysis Methods for the

Compressible Euler Equations," J. of Fluids Engineering, Vol. 113, 1991, 681-688.

6Beux, F. and Dervieux, A., "Exact-Gradient Shape Optimization of a 2-D Euler Flow,"

Finite Elements in Analysis and Design, Vol. 12, 1992, 281-302.

7Beux, F. and Dervieux, A., "A Hierarchical Approach for Shape Optimization," INRIA

Report 1868, February 1993.

_Bischof, C., Carle, A., Corliss, G., Griewank, A., and Hovland, P., "ADIFOR: Generat-

ing Derivative Codes from Fortran Programs," ADIFOR Working Note No. 1, Argonne

Preprint MCS-P263-0991, Argonne National Laboratory, September 1991.

9Bonhaus, D. L., "An Upwind Multigrid Method for Solving Viscous Flows on Unstruc-

tured Triangular Meshes," M.S. Thesis, George Washington University, 1993.

,oBurgreen, G. W., and Baysal, O., "Three-Dimensional Aerodynamic Shape Optimiza-

tion of Wings Using Discrete Sensitivity Analysis," AIAA J., Vol. 34, No. 9, September

1996, pp. 1761 - 1770.

"Cabuk, H. and Modi, V., "Shape Optimization Analysis: First- and Second-Order Nec-

essary Conditions," Optimal Control Applications and Methods, Vol. 11, 1990, pp. 173-

190.

,2Cabuk, H. Sung, C.-H., and Modi, V., "Adjoint Operator Approach to Shape Design for

Internal Incompressible Flows," Proceedings of the Third International Conference on In-

verse Design and Optimization in Engineering Sciences, G. S. Dulikravich, ed., 1991, pp.

41



391-404.

-Elliott, J. and Peraire, J., "Aerodynamic Design using Unstructured Meshes," AIAA

96-1941, 1996.

,,Farin, Gerald, Curves and Surfaces for Computer Aided Geometric Design, Academic

Press, Boston, 1993.

"Hou, G. J.-W., Taylor, A. C., and Korivi, V. M., "Discrete Shape Sensitivity Equations

for Aerodynamic Problems," Int. J. for Numerical Methods in Engineering, Vol. 37, 1994,

pp. 2251-2266.

,_Huffman, W. P., Melvin, R. G., Young, D. P., Johnson, F. T., Bussoletti, J. E., Bieter-

man, M. B., and Hilmes, C. L., "Practical Design and Optimization in Computational

Fluid Dynamics," AIAA 93-3111, Presented at the AIAA 24th Fluid Dynamics Confer-

ence, July 6-9, 1993.

,710110, A., Salas, M., and Ta'asan, S., "Shape Optimization Governed by the Euler Equa-

tions Using an Adjoint Method," ICASE report 93-78, November 1993.

,8 Iollo, A. and Salas, M., "Contribution to the Optimal Shape Design of Two-Dimen-

sional Internal Flows with Embedded Shocks," J. Comp. Phys., Vol. 125, 1996, pp. 124-

134.

,gJameson, A., "Aerodynamic Design Via Control Theory," J. Scientific Computing, Vol.

3, 1988, pp. 23--260.

-',,Jameson, A., "Automatic Design of Transonic Airfoils to Reduce the Shock Induced

Pressure Drag," MAE Report 1881, Presented at the 31st Israel Annual Conference on

Aviation and Aeronautics, February, 1990.

2,Jameson, A., "Optimum Aerodynamic Design Using CFD and Control Theory," AIAA

12th Computational Fluid Dynamics Conference, AIAA 95-1729-CP, June 1995.

2qameson, A.,"The Present Status, Challenges, and Future Developments in Computa-

tional Fluid Dynamics," Proceeding of the AGARD 77th Fluid Dynamics Panel Sympo-

sium, Seville, Spain, 1995.

2-_Korivi, V. M., Taylor, A. C., Newman, P. A., Hou, G. J.-W., and Jones, H. E., "An Ap-

proximately Factored Incremental Strategy for Calculating Consistent Discrete Aerody-

namic Sensitivity Derivatives," AIAA 92-4746, AIAA/USAF/NASA/OAI 4th Sympo-

sium on Multidisciplinary Analysis and Optimization, September 21-23, 1992.

24Kuruvila, G., Ta'asan, S., and Salas, M., "Airfoil Optimization by the One-Shot

Method," AGARD-FDP-VKI, Special Course on Optimum Design Methods in Aerody-

42



namics, April 1994.

-Lions, J. L., Optimal Control of Systems Governed by Partial Differential Equations,

Springer-Verlag, New York, 1971.

26Marco, N. and Beux, F., "Multilevel Optimization: Application to One-Shot Shape Op-

timum Design," INRIA Report 2068, Oct. 1993.

27Marco, N. and Dervieux, A. "Multilevel Parametrization for Aerodynamical Optimiza-

tion of 3D Shapes," INRIA Report 2949, July 1996.

:sMarcum, D. L., "Generation of Unstructured Grids for Viscous Flow Applications,"

AIAA 95-0212, Jan. 1995.

_9pironneau, O., "On Optimum Design in Fluid Mechanics," J. Fluid Mech., Vol. 64,

1974, pp. 97-110.

3"Pironneau, O., "On Optimum Profiles in Stokes Flow," J. Fluid Mech., Vol. 59, 1973,

pp. 117-128.

-'Pironneau, O., Optimal Shape Design for Elliptic Systems, Springer-Verlag, New York,

1982.

_:Reuther, J. and Jameson, A., "Aerodynamic Shape Optimization of Wing and Wing-

Body Configurations Using Control Theory," AIAA 95-0123, January 1995.

-Reuther, J., Jameson, A., Farmer, J., Martinelli, L., and Saunders, D., "Aerodynamic

Shape Optimization of Complex Aircraft Configurations via an Adjoint Formulation,"

AIAA 96-0094, January 1996.

_Roe, P. L., "Approximate Riemann Solver, Parameter Vectors and Difference

Schemes," J. Comput. Phys., Vol. 43, No. 2, 1981, pp. 357-372.

3-'Saad, Y. and Schultz, M. H., "GMRES: A Generalized Minimal Residual Algorithm

for Solving Nonsymmetric Linear Systems," SIAM J. Sci. Stat. Comput., Vol. 7, 1986, pp.

856-869.

-_Sagan, H., Introduction to the Calculus of Variations, Dover Publications, Inc., New

York, 1992.

-Shubin, G. R. and Frank, P. D., "A Comparison of the Implicit Gradient Approach and

the Variational Approach to Aerodynamic Design Optimization," Boeing Computer Ser-

vices Report AMS-TR- 163, April 1991.

3_Ta'asan, S. and Kuruvila, G., "Aerodynamic Design and Optimization in One Shot,"

AIAA 92-0025, January 1992.

_"Thomas, J., Krist, S., and Anderson, W. K., "Navier-Stokes Computations of Vortical

43



Flows Over Low-Aspect-Ratio Wings," AIAA J., Vol. 28, No. 2, 1990, pp. 205-212.

*,Wrenn, G., A., "An Indirect Method for Numerical Optimization Using the Kreis-

selmeier-Steinhauser Function," NASA CR-4220, March 1989.

,,Vatsa, V. N., Sanetrik, M. D., and Parlette, E. B., "Development of a Flexible and Effi-

cient Multigrid Based Multiblock Flow Solver," AIAA 93-0677, January 1993.

,2Venkatakrishnan, V. and Mavriplis, D. J., "Implicit Method for the Computation of

Unsteady Flows on Unstructured Grids," J. Comp. Phys., Vol. 127, 1996, pp. 380-397.

44





REPORT DOCUMENTATION PAGE Form Approved
OMB No. 0704-0188

Public reportingburden,for thiscollectionof informatlon.isestimat .eeltO average1hou.r per.respons4_,includingthe timefor reviewing inStructions,searchingexistingdata sources,
gathermgand maintainingthe data needed,andcompletingand rewewmgthe collectionof reformation,Sendcommentsregardingthisburdenestimate or anyother aspectof this
collectionof information,includingsu_estionsfor reduclnKthis burden,to WashingtonHeadquartersServices,Directoratefor IofotmationOl:_'atlonsand Reports,1215JefFerson
Davis Highway,Suite1204, Arlington.VA 22202-4302,andto the Office of Managementand Budget,PaperworkReductionProject(0704-0188), Washington.DC 20503.

1. AGENCY USE ONLY(Leave blank) I 2. REPORT DATE 3. REPORT TYPE AND DATES COVERED

I .January 1997 Contractor Report

4. TITLE Ar _UBTITLE 5. FUNDING NUMBERS

Aerodynamic design optimization on unstructured grids with a

continuous adjoint formulation

6. AUTHOR(S)

W. Kyle Anderson

V. Venkatakrishnan

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES)

Institute for Computer Applications in Science and Engineering

Mail Stop 403, NASA Langley Research Center
Hampton, VA 23681-0001

9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES)

National Aeronautics and Space Administration

Langley Research Center

Hampton, VA 23681-0001

C NAS1-19480

WU 505-90-52-01

'8. PERFORMING ORGANIZATION

REPORT NUMBER

ICASE Report No. 97-9

10. SPONSORING/MONITORING
AGENCY REPORT NUMBER

NASA CR-201650

ICASE Report No. 97-9

11. SUPPLEMENTARY NOTES

Langley Technical Monitor: Dennis M. Bushnell

Final Report

Submitted to Computers in Fluids.

12a. DISTRIBUTION/AVAILABILITY STATEMENT

Unclassified-Unhmited

12b. DISTRIBUTION CODE

Subject Category 64

13. ABSTRACT (Maximum 200 words)

A continuous adjoint approach for obtaining sensitivity derivatives on unstructured grids is developed and analyzed.
The derivation of the costate equations is presented, and a second-order accurate discretization method is described.
The relationship between the continuous formulation and a discrete formulation is explored for inviscid, as well as

for viscous flow. Several limitations in a strict adherence to the continuous approach are uncovered, and an approach

that circumvents these difficulties is presented. The issue of grid sensitivities, which do not arise naturally in the

continuous formulation, is investigated and is observed to be of importance when deahng with geometric singularities.

A method is described for modi_ing inviscid and viscous meshes during the design cycle to accommodate changes
in the surface shape. The accuracy of the sensitivity derivatives is established by comparing with finite-difference

gradients and several design examples are presented.

14. SUBJECT TERMS

adjoint formulation; unstructured grids; Euler and Navier-Stokes equations:

design optimization

17. SECURITY CLASSIFICATION

OF REPORT

Unclassified

_ISN 7540-01-280-5S00

18. SECURITY CLASSIFICATION lg. SECURITY CLASSIFICATION
OF THIS PAGE OF ABSTRACT

Unclassified

1S. NUMBER OF PAGES

46
16. PRICE CODE

AQ3
20. LIMITATION

OF ABSTRACT

Standard Form 298(Rev. 2-8g)
Prescribedby ANSI Std Z39-18
298-102


